- C-TERMINAL -





20.0	C-TERMINAL





For added convenience, the C-NET BBS is equipped with a built-in terminal program.  To activate the terminal, you must be at the waiting for a call screen and press the ESC key, which is located in the upper left hand corner of the keyboard.  The message “Loading C-Term” will be displayed, and soon the C-Term main menu will appear.





To ‘log’ a different drive other than 8,0 (or the first drive logged at the waiting for a call screen), enter the number that is displayed immediately after the red ‘>‘ character.  For example, if you have 5 drives, numbered 8,0 to 8,4, to change to 8,1, you would enter the number 2 (it would be the second drive in the list.





You may change your on-line baud timing (even if not logged onto another C-NET 128!) using the familiar BT command.  It will also work even if you ARE on another C-NET 128.





You will also be told how many bytes presently occupy the buffer area, by noting the number next to the letters BU.





20.1	CONTROL IN TERMINAL MODE





While inside C-Term, you have the following commands available to you.  Note that ALL commands in the terminal mode of C-Term require that you hold the ALT key down as you press each of these keys:





C	Turns the Capture buffer on and off.  You must exit the term to determine how 	much buffer space you have used (C-Term is able to support approximately 20K 	of buffer space).





E	Toggles the Echo mode.  When you are in terminal mode and on a BBS, 	everything you type (normally) is echoed back to you.  That means that normally, 	you cannot see what you are typing if you are not connected to a BBS, but rather 	are connected to someone else’s terminal software.  You may enter Chat mode by 	typing the ALT/E keys, so that you can see what you are typing to another person.  	If you are connected to another BBS, that BBS will automatically return what you 	type to you so you would type the ALT/E combination again to turn off the echo.





X	Exits terminal mode to the C-Term menu, then you use just the letter to activate 	any menu commands.





B	Toggles the baud rate from 300-1200-2400 operation.





T	Toggles the terminal mode type.  There are three modes to C-Term.  They are 	ASCII/ANSI (color is automatically interpreted), C/G mode (which is a normal 	C/G mode, meaning that all color changes/cursor movements are executed), and 	lastly there is CG+ mode (which works similarly to C/G, but it usually does NOT 	interpret the color changes/cursor movements).





D	Toggles on the download function.  Allows downloading of files and programs 	from another BBS.





H	Hangs up the phone line.





20.2	OTHER PARAMETERS





C-Term has other optional parameters (O from the terminal Main Menu) which include:





I	Input Linefeeds. (Required or automatic).  This feature applies only to the 	ASCII/ANSI terminal mode.  Some ASCII systems you call may expect your 	cursor to move to the beginning of the next line when they send your terminal a 	carriage return, that is, linefeeds are assumed AUTOMATIC.  Other systems 	however, only expect your cursor to move to the beginning of the SAME line, 	when carriage return is sent, so they go on to send a linefeed to actually move 	your cursor down to a new line.  In the later example, linefeeds are 	‘REQUIRED’.





O	Output linefeeds (sent after carriage return, or not sent).  If output linefeeds are enabled, a linefeed character will be sent to the system that you are connected to after each carriage return has been sent.





20.3	DISK OPTIONS





As disks are sent to a work drive inside the BBS itself, so are commands sent to a logged drive while in the term.  To change to a different drive while inside C-Term, you must only enter the number next to the drive that you wish to select, or work with.  These drives are read in while C-Term is setting up for use, and are listed in the order shown on your ‘Waiting for a Call’ screen.





Some of the highlighted commands are:





$	Directory of logged drive (pattern matching is available).





@	Send a DOS command to the drive (i.e., s#:filename, r#:newname=oldname, etc.).





RF/WF/MF	Read file, Write file, Move file between drives available.  Reading a file 	will NOT cause it to be sent over the modem.





20.4	SELECTING FILES





To pre-select files for multi-uploading in C-Term, use the ‘SF’ command at the main menu.  It will prompt you for a file pattern initially, use as many characters as needed to select as many files as needed.  Once you have finished selecting that file pattern, you may continue to select file patterns by answering ‘Yes’ to the ‘Use previous selection List?’ and the ‘Append Previous list?’ prompts.  It will prompt you again for another file patters.  It is important to note that this routine will NOT ‘remember’ where you selected the file from, and that if you elect to select from a different drive than the one currently selected, it will clear the list.  If, after selecting files, you change to a different work drive, and do NOT select any files, it will cause C-Term to upload an empty file.





20.5	CAPTURE BUFFER  





A terminal buffer allows you to capture data to a place in memory for later saving and retrieval.  C-Term is able to support approximately 20K of storage (or roughly 20,480 bytes).  Enter ‘CB’ from the Main Menu to pull up C-Term’s buffer menu.  The options include:





Toggle open/close:	Just as you may open and close the buffer while in C-Term with the ALT/C command, you may also close and open the buffer from the buffer menu.  To open the buffer means to allow the computer to ‘remember’ what the modem is sending it.


Clear buffer:	Erase the contents of the buffer.  WARNING!! Once the buffer is cleared, it is NOT recoverable.


Save buffer to disk:	The captured text may be saved to disk as a program (prg) or sequential (seq) file format.


Load buffer from disk:This will allow you to load a file from disk into the capture buffer.  It is useful to load a file into memory, such as a long message, and ‘printing’ it to the modem after loading.


Print buffer: 	When the capture buffer is displayed, the option is given to send the file simultaneously to the modem.  This is useful to send a message received from another system.  While the capture buffer is being displayed, output may be paused (using the CLR/HOME key or Control/S keys), or aborted (using the spacebar or the ‘/’ key).


Edit Buffer:	This command loads a text file into the editor buffer so that it may be edited.  A couple of restrictions apply; the editor holds a maximum of 250 lines -- anything past that if ‘saved’ using the editor ‘.s’ command will be lost.  Also each line is limited to 78 characters -- anything past that will be cut off, or forced onto another line.  C-Term uses the same editor system as C-NET does, so therefore, the ‘dot’ commands work here.





20.6	PHONEBOOK/AUTODIALER





C-Term is able to house up to 39 of your most frequently called numbers, each with a name, number, baud rate, wait time to connect, last call date, and what form of translation to use (CG, CG+, ASCII/ANSI).  To enter the autodialer, enter ‘AD’ at the main menu.  A short menu of options will appear, to either Add, Remove, Save, Dial or Quit back to the main menu.





To add a BBS to the phonebook, enter the ‘A’ command from the second menu.  You will be asked for:





A name for the BBS to remember by.


The maximum baud rate of the BBS (remember, do NOT exceed the maximum baud rate YOU support), up to 2400 baud.


The translation you would like to use, C/G, CG+, ASCII/ANSI mode.


A pre-defined amount of time to wait for the BBS to get you connected to the BBS (generally 20 seconds seems average for a local system, while long distance BBS’s usually average 45 seconds for a connection).





You are also allowed two macros per entry in the list, they are assigned to the F7 and F8 keys.  One might be good for your Login ID, while the other could be used for your password.





Finally, you will be prompted for a phone number to call the BBS with.  If it is out of your area code, you do not need to insert a ‘1’ (for long distance), however, if it is a long distance connection within your area code, you will need to add the one to the autodialer.  Also, don’t forget that now things have changed a little, with the long distance companies, you now have to add the area code whenever you call long distance, even if the number is in the same area code as yours.





When you are finished adding the BBS’s to the autodialer, pressing any key NOT listed will return you to the main menu.  To dial a number you have entered, enter the ‘D’ command to dial, where you will be presented with a list of the first ten choices to dial.  To dial a number shown, you may enter the digit in the ones column, or you may ‘cursor’ down to it using the ‘+’ and ‘-’ signs, and you may also optionally ‘select’ it into a batch of numbers to dial.  If you wish to dial the one number, place the white cursor bar on that BBS and enter the ‘D’ key.  To abort the call in progress of any BBS you are dialing, press the spacebar.





NOTE:	Pressing the SPACEBAR during a ‘multi-dial’ will cause C-Term to abort 			dialing ALL the numbers you have selected.





Once you are connected to a remote system, C-Term will beep at you a few times to alert you to the connection, and move to terminal mode at the specified baud rate.
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