C-NET 128 v6.6s COMMANDS





DOS COMMANDS				NETWORK COMMANDS


@	send disk command			NL	view network log


$	view disk directory			NC	edit net connections


CD	change drive number			NB	set bridge connections


BF	blocks free				ND	review net dead mail and sortout


BF!	reset blocks free			NP	edit net parameters


RF	read file				NT	test net programs


WF	write file				NS	send net mail


MF	move file





ACTIVITY LOGS				MAINTENANCE COMMANDS


LA	read/reset auto maint log		RL	reload CN file


LC	read/reset caller log			AG	view activity graph


LE	read/reset error log			AM	view activity monitor


LF	read auto backup log			EA*	edit user account (number)


LG	read/reset P/G-file log		EG*	edit user group (number)


LN	read/reset new user log		E	edit time restrictions


LU	read/reset UD log			ES	edit system activity monitor


						MC	write forced mail


FEEDBACK/NEW USER INFO		MR	remove forced mail


VF	view feedback				SP	change maintenance password


VN	view new user applications		SE	make time adjustment


	OPTIONS				S	change character set


	A	reread message		UP	update user groups


	R	reply


	S	send E-mail			SAM (SYSTEM ACTIVITY MONITOR)


	E	edit user			Screen#1	waiting for a call screen


	K	kill user number		Screen#2	statistics


	N	next				Screen#3	big clock


	Q	quit				Screen#4	system activity graph


NA	create new account





COMMANDS AT MAIN LEVEL		OTHER COMMANDS


EX	execute program file			C=P	reset SAM period column to zero


SM	enter system maintenance		C=C	re-tally the current column


SY	enter basic shell			C=N	enter network routine


						C=T	mini term


SUBBOARD COMMANDS			C=A	force auto-maintenance routine


RO	reorganize message base		C=S	restart SAM


						C=M	load MACS option


						ESC	load and run C-Terminal


						<-	screen blanking on/off


